_ << C RYST E K|Voltage Controlled Oscillator-VCO
. !:AD 1 C RED V\é AV E CVCO33CL-0760-0860

PERFORMANCE SPECIFICATION UNITS
Lower Frequency: MHz
ey ROKS, V)
Upper Frequency: MHz Compliant
Tuning Voltage: . . VDC
Supply Voltage: . . . VDC

Qutput Power: . . . dBm
Supply Current: mA

Harmonic Suppression (2nd Harmonic): dBc
Pushing: . . MHz/V
Pulling, all Phases: . . MHz pk-pk
Tuning Sensitivity: MHz/V
Phase Noise @ 10kHz offset: dBc/Hz
Phase Noise @ 100kHz offset: dBc/Hz
Load Impedance: Q

Input Capacitance: pF

Operating Temperature Range: °C

Storage Temperature Range: °C

Phase Noise (1 Hz BW, Typical) Tuning Curve (Typical)
5 Agilent ESD52A Signal Source Analyzer : _ ¢r— Agilent E5052A Signal Source Analyzer

thase FMoize 10, DIJdB,Il Ref -20.00dBcHz DFneq 0. DIJI\-'1H2,Il ReF EE0L0MHz
Camier 834454268 MHz -3.5047 dBrm

2000 p : 1 kHz 51,2635 dBc/Hz LIS e

=000 1 10 kHz -104,4535 dBc/Hz 21 2

I : 100 kHz | -124.754% dBc/Hz I 4

40,00 : 1 MHz -143.8232 dBciHz 10505

00 mW' | F45.344 MHz
S5V B34 474067 MHz
POV B03.53066F MHz

-50.00 1000
-60.00
o 5500

20,00
S00.0M

30,00
-100,0 50,00

-110.0
200,0M

-12000
-1z0.0 F50,0M
1400

1500 700,00

16000
EE0LOM

-170.0

-180.0° g T rion & E00.0M T

| IF Gain 20dB Fraq Band [353M-101MHz LS Opt [ =150kHz | 201iprs Fraq Band [300M-7GHz Fraq Res [EdkHz Faint Delay Oz

Phase Maize Start 1 kHz Stop 10 MHz BTG Freq & Power Statt 04 Sweep [CH Woltage]

Product Control:

Crystek Part Number: CVCO33CL-0760-0860 | Release Date: [ 22-May-2025

Revision Level: F Responsible: C. Vales Page 1 of 2

= B RYSTE K 16850 ORIOLE ROAD ®* FORT MYERS, FLORIDA 33912
¥ TN § & § BTN PHONE: 239-561-3311 * 800-237-3061
CORPORATION WWW.CRYSTEK.COM

— W




7@ E RY ST E K Voltage Controlled Oscillator-VCO

k A DI\!ISII:IEN DFRE:RESTEKWE:DQDXTMEN CVCO33CL-0760-0860

[ Gold Finish
BOTTOM VIEW [ Solder Mask SIDE VIEW

0.020
0.080 (0.51)

dorsy

CRYSTEK CORPORATION

i
0.015 | 0.079

eF 0.025'| 0.050 = |I%O1)
- - 0060
§- . . [Cosln  TmTT

OO e
0.030
(0.76)

vt
BOTTOM ORIENTATION MARK

TOP VIEW
0.300

(7.62) 0.240— 10 ) Connection

0-180— D PAD LOCATION a0 ! i
CRYSTEK 0.120— 8 RF-OUTPUT

' 11 Vce
CVCO033CL ‘
0760-0860 | | Others GROUND
YYWW
e

0.300
< (7.62) >

@ Unless otherwise specified,
Dimensions are in: _IN_
(mm)

TOP ORIENTATION MARK

@ Pad Location
Dimensions are in: Inches

TAPE AND REEL

<—
(4.00£0.10)

0.059 G TYP 4" 0.157+0.004

(1.50 B) TYP \

T OOOOOOOOOOOOOOO (OUNeoNONe)

DIRECTION OF FEED
0.630£0.012 ° ° ° ° >
(16.00£0.30)

l

Drawing not to scale

Product Control: Crystek Corporation reserves the right to make changes to its

products and/or information contained herein without notice.
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