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PERFORMANCE SPECIFICATION MIN TYP MAX UNITS
Lower Frequency: 3950 MHz ‘
Upper Frequency: 3950 MHz ALl ‘_;‘:i' \J
Tuning Voltage: 0.5 4.5 VDC VITLOT
Supply Voltage: 4.75 5.0 5.25 VDC
Output Power: +2.0 +4.5 +7.0 dBm
Supply Current: 36 mA
Harmonic Suppression (2™ Harmonic) -10 dBc
Pushing: 0.5 1.0 MHz/V
Pulling, all Phases: 1.0 MHz pk-pk
Tuning Sensitivity: 5 MHz/V
Phase Noise @ 1kHz offset: -84 dBc/Hz
Phase Noise @ 10kHz offset: -111 dBc/Hz
Phase Noise @ 100kHz offset: -131 dBc/Hz
Phase Noise @ 1MHz offset: -151 dBc/Hz
Phase Noise @ 10MHz offset: -160 dBc/Hz
Load Impedance: 50 Q
Input Capacitance: 18 pF
Operating Temperature Range: -40 +85 °C
Storage Temperature Range: -45 +90 °C

Phase Noise (1 Hz BW, Typical)

CVCO55CC-3950-3350

¥Phase Moize 10.00dBJ Ref -20,00dBc/Hz

___Caier 3,350164752 GHz __ 4.5655 dBm

Phase Moize Stan 1kHz

Product Control:

Tuning Curve (Typical)
& Agilent E50524 Signal Source Analyzer I s agilent Es0s2a Signal Source Analyzer

CVCO55CC-3950-3350

¥Freq 5.000MHzf Ref 2,970GH:z
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B RY S T E K Coaxial Resonator Oscillator-CRO
MICROWAVE CVCO55CC-3950-3950

A DiIvisiON OF CRYSTEK CORPORATION

BOTTOM VIEW SIDE VIEW CRYSTEK CORPORATION
RF Gold Finish 0.465 SQ .
i (11.815Q) /
I Solder Mask Typical x YA
0.220
0.030 ’ {
i i(0'76) I A |(5'£9) |
0.052 |<_0-10°
2(1,32) _>| (2.54) -
[V 0.040
TOP VIEW g 8 8§ 8
0.500 T Ol Ol T
(12.70) Pad Connection
0.500 —— |:| H ”

vt
0.415 — [RK] H_ 0.405 10 RF-OUTPUT
14 Vce

CRYSTEK Others GROUND

—

0.315 —|:| & — 0.305

CVCO55CC SR
3950-3950 || 28 0o — g T0 FOCATION >
YYWW
0.115 — Kl .l — 0.105
0000 _T |:| | @ Unless otherwise specified,
TOP ORIENTATION MARK ° ul) ul) |r|> J) ° Dimensions are in: AN
8 = & &» ¥ B (mm)
o o o o o o .
@ Pad Location
Dimensions are in: Inches
TAPE AND REEL
0.059 J TYP 0.157+0.004
(1.50 @) TYP \ "‘ “(4.0020.10)
T OOOOOOOOOOOOOOO G O0O00O0
DIRECTION OF FEED
0.945+0.012 [] [ [] [] [] )
(24.00%0.30)
J | 0.630+0.004
) (16.000.10) Drawing not to scale

Product Control: Crystek Corporation reserves the right to make changes to its
i products and/or information contained herein without notice.
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