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Voltage Controlled Oscillator-VCO
CVCO33CL-0415-0435

PERFORMANCE SPECIFICATION MIN TYP MAX UNITS
Lower Frequency: 415 MHz m{&ﬂ
Upper Frequency: 435 MHz [Compliant §
Tuning Voltage: 0.5 4.5 VDC
Supply Voltage: 4.75 5.0 5.25 VDC
Output Power: 0 +3.0 +6.0 dBm
Supply Current: 15 mA
Harmonic Suppression (2™ Harmonic): -15 dBc
Pushing: 1.0 MHz/V
Pulling, all Phases: 3.0 MHz pk-pk
Tuning Sensitivity: 12 MHz/V
Phase Noise @ 10kHz offset: -103 dBc/Hz
Phase Noise @ 100kHz offset: -123 dBc/Hz
Load Impedance: 50 Q
Input Capacitance: 100 pF
Operating Temperature Range: -40 +85 °C
Storage Temperature Range: -45 +90 °C

Phase Noise (1 Hz BW, Typical)

CWCOZ3CL-0415-0435
»Phase Moise 10,0048/ Ref -20,00dBe/Hz

-20.00 }I e _Carier 422001375 MHz ___4.8200 dBm

1: 1 kHz -87.4524 dBec/Hz
2: 10 kHz ~107.6809 dBc/Hz
3: 100 kHz  -127.6261 dBc/Hz
4: 1 MHz ~147.3197 dBc/Hz
=51 10 MHz | -161,2107 dBc/Hz

© Agilent ES052A Signal Source Analyzer I © Aglent ES052ASignal Source Analyzer

CVCO33CL-0415-0435

Tuning Curve (Typical)

¥Freq 10.00MHzf Ref 420.0MHz

VO r1: 500 mv | 395.285333 MHz
2: 2.5V 421.994667 MHz
31 4.5V 444 .928 MHz

Phase Moise Stam 1 kHz

Product Control:

Sweep [Ctd Voltage] Stop 6 W
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Product Control: Crystek Corporation reserves the right to make changes to its
i products and/or information contained herein without notice.
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